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MoBotÊ Motor & Robot Control Board 

MobotÊ is an abbreviation for Motor & Robot controller board. Designed to compliment the SoCSicleÊ, PropSicleÊ, 

and MicroSicleÊ Processor boards, MobotÊ offers following functionality: 

3-Axis Accelerometer 

Left H-Bridge Motor Control with Motor Current Feedback 

Right H-Bridge Motor Control with Motor Current Feedback 

RS232 port with DB9 connector for Serial Interface, Bluetooth or Network connection 

Left Three Pin Header with Power, Ground, and General Purpose I/O (GPIO) pin for expansion 

Right Three Pin Header with Power, Ground, and General Purpose I/O (GPIO) pin for expansion 

Front 10 Pin Header with Power, Ground, I2C Communication Interface, and Six General Purpose I/O (GPIO) pins 

Left 10 Pin Header with Power, Ground, I2C Communication Interface, and Six General Purpose I/O (GPIO) pins 

Right 10 Pin Header with Power, Ground, I2C Communication Interface, and Six General Purpose I/O (GPIO) pins 

Main Power LED 

Motor Voltage Monitor Pin 
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Main Power Screw Terminals 

Left Motor H-Bridge Screw Terminals 

Right Motor H-Bridge Screw Terminals 

Motor Power Screw Terminals 

Main Power Push Button Switch 

Motor Power Push Button Switch 

RS232 Expansion Port 

Right Sensor Header 

Left Sensor Header 

Front Sensor Header 

Timelines Processor Socket 

Power and Ground on Each 

Header 

Left, Right, & Front I2C 

Interfaces 

Left Power, Ground & I/O Header 

Right Power, Ground & I/O Header 

Three Axis Accelerometer 

Onboard Voltage Regulator 


